RB183-22

IRC: R507.5, TABLE R507.5(1), TABLE R507.5(2), TABLE R507.5(3), TABLE R507.5(4), TABLE R507.5(5), FIGURE R507.5

Proponents: Glenn Mathewson, representing North American Deck and Railing Association (glenn@glennmathewson.com)

2021 International Residential Code
Revise as follows:

R507.5 Deck beams. Maximum allowable spans for wood deck beams, as shown in Figure R507.5, shall be in accordance with Tables R507.5(1)
through R507.5(4) and based on the joist span length and cantilever length as shown in Figure R507.5. Beam plies shall be fastened together with
two rows of 10d (3-inch x 0.128-inch) nails minimum at 16 inches (406 mm) on center along each edge. Beams shall be permitted to cantilever at
each end up to one-fourth of the actual beam span. Deck beams of other materials shall be permitted where designed in accordance with accepted
engineering practices.
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TABLE R507.5(1) MAXIMUM DECK BEAM SPAN—40 PSF LIVE LOAD®

JOIST SPAN ; JOIST SPAN LENGTH & JOIST CANTILEVER LENGTHz21(feet & feet)

6 6&0 | 6&1.5 ) i} _ . - - - -

8 - 8&0 | 8&1 | 8&2 - - - - - -

10 ; ; 10&0 (10&1 | 10&25 ; ; ; . .

12 - _ ) 1280 [ 12&1 | 12&2 | 12&3 } - _

14 - - - . 1480 | 14&1 (14&2 | 14&35 _ _

16 _ - . i} _ 16&0 (16&1 | 16&2.5 | 16&4 _

18 ; ; ; ; . ; 18&0 | 18&1.5 | 18&3 | 18&45
EFFECTIVE DECKJOIST SPAN-LENGTH i {feet)
BEAM SPECIES® BEAM SIZE® A | 8 | 8 | _ | 2 | hind | 6 | 8
MAXIMUM DECK BEAM SPAN LENGTH2-:f(feet-inches)

1-2x6 4-10 47 4-3 4-0 3-7 3-5 33 3-0 2-10 2-8
1-2x8 64 5-11 56 5-1 47 4-4 4-2 3-10 3-7 3-5
1-2x10 7-6 7-0 6-6 6-0 5-5 5-2 4-11 47 4-3 4-0
1-2x12 88 8-3 7-8 7-1 6-4 6-1 5-10 5-5 5-0 4-9
2-2x6 7-4 6-11 6-5 5-11 5-4 5-1 4-10 46 4-3 4-0
Southern pine 2-2x8 94 8-9 8-2 7-7 6-9 6-5 6-2 5-9 5-4 5-0
2-2x10 11-0 | 10-4 9-8 9-0 8-0 7-8 7-4 6-9 6-4 6-0
2-2x12 13-0 | 122 | 11-4 | 107 9-5 9-0 8-7 8-0 7-5 7-0
3-2x6 9-0 8-6 7-11 7-5 6-8 6-4 6-1 5-8 5-3 4-11
3-2x8 11-7 | 10-11 | 10-3 9-6 8-6 81 7-9 7-2 6-8 6-4
3-2x10 [ 1311 | 130 | 121 | 11-2 10-0 97 9-2 8-6 7-11 7-6
3-2x12 163 | 153 | 143 [ 13-3 11-10 11-3 | 10-9 10-0 9-4 8-10
1-2x6 45 4-1 3-9 3-6 3-0 2-10 2-8 2-5 2-3 2-1
1-2x8 511 5-6 51 4-8 4-0 39 3-6 3-2 2-11 2-9
1-2x10 71 6-8 6-3 5-10 5-1 4-9 4-6 4-1 3-9 3-6
1-2x12 83 7-9 7-3 6-9 6-0 59 56 5-0 3-9 3-6
2-2x6 6-6 6-1 58 5-3 49 4-6 4-4 3-11 37 3-3
Douglgsg fir-larch? 2-2x8 88 8-2 7-7 7-1 6-4 6-0 5-9 5-2 4-8 4-4
gsm;fg_pme_ﬁr 2-2x10 10-8 | 10-0 9-3 8-7 7-9 7-4 7-0 6-6 6-0 5-6
2-2x12 12-4 | 11-7 | 109 | 10-0 8-11 8-6 8-2 7-7 7-1 6-8
3-2x6 82 7-8 7-2 6-8 6-0 59 5-6 5-1 4-9 46
3-2x8 10-11 | 10-3 9-6 8-10 7-11 7-7 7-3 6-8 6-3 5-11
3-2x10 13-4 | 126 | 11-8 | 10-10 9-8 9-3 8-10 8-2 7-8 7-2
3-2x12 156 | 146 | 136 | 127 11-3 10-9 | 10-3 9-6 8-11 8-5
1-2x6 45 4-2 3-10 3-7 3-1 2-11 29 2-6 2-3 2-2
1-2x8 58 5-4 4-11 47 4-1 3-10 37 3-3 3-0 2-10
1-2x10 6-11 6-6 6-0 57 5-0 4-9 4-7 4-2 3-10 3-7
1-2x12 80 7-6 7-0 6-6 5-10 57 5-4 4-11 4-7 4-4
2-2x6 67 6-2 59 54 4-10 47 4-5 4-0 3-8 3-4
2-2x8 84 7-10 7-4 6-10 6-1 5-10 5-7 5-2 4-10 45
2-2x10 12-2 9-7 8-11 8-4 7-5 7-1 6-9 6-3 5-10 5-6
2-2x12 11-9 | 111 10-4 9-8 8-7 8-2 7-10 7-3 6-10 6-5
3-2x6 81 7-8 7-2 6-9 6-0 59 5-6 5-1 4-9 46
3-2x8 106 | 9-10 9-2 8-6 7-7 7-3 6-11 6-5 6-0 5-8
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JOIST SPAN _ JOIST SPAN LENGTH & JOIST CANTILEVER LENGTH (feet & feet)
Redwood™ 6 680 [6&15 | _ _ i _ _ _ i i
Ponderosa pine" 8 - 8&0 | 8&1 | 8&2 _ - _ _ _ _
Red pine" 10 _ _ 10&0 [ 10&1 | 10&25 _ _ _ _ _
12 _ _ _ |1280| 1281 | 1282 [1283| _ - -
14 - - R R 14&0 | 14&1 | 14&2 | 14&35 _ _
16 ] ] ] _ ] 16&0 [ 16&1 | 16825 | 16 &4 ]
18 ] _ _ _ ] j 18&0 | 18&1.5 | 18&3 | 188 4.5
EFFECTIVE DECKJOISTSPANLENGTH (feet)
BEAM SPECIES BEAM SIZE 6 | | e | o | - |+ | # [ 16 | 18
MAXIMUM DECK BEAM SPAN LENGTH  (feet-inches)
{feet-inches)
3-2x10 129 | 12:0 | 11-2 | 105 9-4 8-11 8-6 7-10 7-4 6-11
3-2x12 |1410| 1311 | 130 | 121 10-9 103 | 9-10 9-1 8-6 8-1

For SI: 1 inch = 25.4 mm, 1 foot = 304.8 mm, 1 pound per square foot = 0.0479 kPa, 1 pound = 0.454 kg.

Interpolation permitted for conditions with zero joist cantilever length. Extrapolation not permitted.

IS

Beams supporting a single span of joists with or without cantilever.
Dead load = 10 psf, L/A = 360 at main span, L/A = 180 at cantilever. Snow load is not assumed to be concurrent with live load.

Beams supporting deck joists from one side only.

e T ©

No. 2 grade, wet service factor included.

o

Beam depth shall be equal to or greater than the depth of intersecting joist for a flush beam connection.

—

Beam cantilevers are limited to the adjacent beam’s span divided by 4.

Includes incising factor.

5 Q@

Incising factor not included.

i. Deck joist span as shown in Figure R507.5.
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TABLE R507.5(2) MAXIMUM DECK BEAM SPAN—50 PSF GROUND SNOW LOAD®

JOIST SPAN JOIST SPAN LENGTH & JOIST CANTILEVER LENGTHa- (feet & feet)
6 6&0 | 6&15
8 8&0 8 &1 8&2
10 10&0 | 10&1 | 10&25
12 12&0 12& 1 12&2 | 12&3
14 14&0 14&1 | 14&2 | 14&3.5
16 16&0 | 16 &1 | 16&2.5
18 18&0 | 18&1.5 | 18&3 | 18 &4.5
EFFECTHVYEDECGKJSHIST-SPANENGTHH-{Hfeety™ ™7
BEAM SPECIES? BEAM SIZE® 6 | | i | 9 | | 2 | 4 | *6 | *8
MAXIMUM DECK BEAM SPAN LENGTHa-L1 (feet-inches)
1-2x6 4-9 4-6 4-2 3-11 3-6 3-4 3-2 2-11 2-9 2-7
1-2x8 6-2 5-9 54 4-11 4-5 4-2 4-0 3-9 3-6 3-3
1-2x10 7-2 6-9 6-3 5-10 5-3 5-0 4-9 4-5 4-2 3-11
1-2x12 8-6 8-0 7-5 6-11 6-2 511 5-8 5-3 4-11 4-7
2-2x6 71 6-8 6-2 5-9 5-2 4-11 4-9 4-4 4-1 3-10
Southern pine 2-2x8 9-1 8-6 7-11 7-4 6-7 6-3 6-0 5-7 5-2 4-11
2-2x10 10-9 10-1 9-5 8-9 7-10 7-5 7-1 6-7 6-2 5-10
2-2x12 129 11-11 11-1 10-3 9-2 89 8-5 7-9 7-3 6-10
3-2x6 83 7-11 7-6 7-2 6-6 6-2 5-11 5-6 5-1 4-10
3-2x8 11-0 10-5 9-10 9-3 8-3 7-10 7-6 6-11 6-6 6-2
3-2x10 13-6 12-8 11-9 10-11 9-9 84 8-11 8-3 7-9 7-3
3-2x12 15-11 | 14-11 13-11 | 12-11 11-6 11-0 10-6 9-9 9-1 8-7
1-2x6 4-3 4-0 3-8 3-5 2-11 29 2-7 2-4 2-2 2-0
1-2x8 5-9 5-4 4-11 4-7 3-11 3-8 3-5 3-1 2-10 2-8
1-2x10 7-0 6-7 6-1 5-8 4-11 4-8 4-5 4-0 3-8 3-5
1-2x12 81 7-7 71 6-7 5-11 57 5-4 4-10 4-6 4-2
Douglas fir-larchd 2-2x6 6-5 6-0 57 5-2 4-7 4-4 4-2 3-10 3-5 3-2
Hem-fir 2-2x8 8-6 8-0 7-5 6-11 6-2 5-11 5-8 5-0 4-7 4-2
Spruce-pine-fir9 2-2x10 10-5 9-9 9-1 8-5 7-7 7-3 6-11 6-4 5-10 5-4
2-2x12 121 11-4 10-7 9-10 8-9 84 8-0 7-5 6-11 6-6
3-2x6 80 7-6 7-0 6-6 5-9 56 5-3 4-11 4-7 4-4
3-2x8 10-8 10-0 9-4 8-8 7-9 7-5 7-1 6-6 6-1 5-8
3-2x10 13-1 12-3 11-5 10-7 9-6 91 8-8 8-0 7-6 7-0
3-2x12 15-2 14-3 133 12-4 11-0 10-6 10-1 9-4 8-9 8-3
1-2x6 4-4 4-1 39 3-6 3-0 2-10 2-8 2-5 2-3 2-1
1-2x8 5-6 5-2 4-10 4-6 4-0 39 3-6 3-2 2-11 2-9
1-2x10 6-9 6-4 5-11 5-6 4-11 4-8 4-6 4-1 3-9 3-6
1-2x12 7-10 7-4 6-10 6-4 5-8 55 5-2 4-10 4-6 4-3
2-2x6 6-6 6-1 5-8 5-3 4-8 4-6 4-4 3-11 3-6 3-3
Redwood"
Western cedars” 2-2x8 82 7-8 7-2 6-8 5-11 5-8 5-5 5-0 4-8 4-3
Ponderosa pineh 2-2x10 10-0 9-5 89 8-2 7-3 6-11 6-8 6-2 5-9 5-5
Red pine" 2-2x12 11-8 10-11 10-2 9-5 8-5 80 7-8 7-2 6-8 6-3
3-2x6 7-5 7-1 6-9 6-5 5-11 58 5-5 5-0 4-8 4-5
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3-2x8 9-10 9-4 8-10 8-4 7-5 71 6-10 604 5-11 5-7
3-2x10 12-6 11-9 10-11 10-2 9-1 88 8-4 7-8 7-2 6-9
3-2x12 14-7 13-8 12-9 11-10 10-7 10-1 9-8 8-11 8-4 7-10

For SI:

IS

=~ o o o

5 Q@

25.4 mm, 1 foot = 304.8 mm, 1 pound per square foot = 0.0479 kPa, 1 pound = 0.454 kg.

Interpolation atiewred permitted for conditions with zero joist cantilever length. Extrapolation not permitted. is-rot-aflowed-

Beams supporting a single span of joists with or without cantilever.

Dead load = 10 psf, L/A = 360 at main span, L/A = 180 at cantilever. Snow load not assumed to be concurrent with live load.
No. 2 grade, wet service factor included.

Beam depth shall be equal to or greater than the depth of intersecting joist for a flush beam connection.

Beam cantilevers are limited to the adjacent beam’s span divided by 4.

Includes incising factor.

Incising factor not included.

Deck joist span as shown in Figure R507.5.
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TABLE R507.5(3) MAXIMUM DECK BEAM SPAN—60 PSF GROUND SNOW LOAD®

JOIST SPAN JOIST SPAN LENGTH & JOIST CANTILEVER LENGTHz! (feet & feet)
6 680 | 6&15
8 880 | 8&1 | 8&2
10 1080 | 10&1 | 10825
12 1280 | 1281 | 1282 | 1283
14 1480 | 1481 | 1482 | 14835
16 1680 | 1681 | 16&25 | 1684
18 1880 | 18815 | 1883 | 18845
EFFEGTHVE DEGK-JOIST-SPAN-LENGTFH
Heety
BEAM SPECIES? BEAM SIZE® 6 | | ¢ | + | | 2 | = | 6 | 4
MAXIMUM DECK BEAM SPAN LENG TH&2 (feet-inches)
(feet-inehesy™>r
1-2x6 45 | 42 | 310 | 37 3-3 31 | 2-11 2-9 2-6 2-5
1-2x8 57 | 53 | 411 | 47 4-1 311 | 39 35 3-3 3-0
1-2x10 68 | 63 | 510 | 55 4-10 47 4-5 4-1 3-10 3-7
1-2x12 |z11| 75 | &11 | &5 5-9 5-6 5-3 4-10 4-6 4-3
2-2x6 67 | 62 59 | 54 4-9 4-6 4-4 4-0 3-9 3-7
Southern pine 2-2x8 84 | 7110 | 74 | 610 6-1 510 | 57 5-2 4-10 4-6
2-2x10 |910]| 94 88 | 81 7-3 611 | 67 6-1 5-8 5-4
2-2x12 | 11:9] 110 [ 103 | 96 8-6 81 7-9 7-2 6-9 6-4
3-2x6 79 | 75 71 | 69 6-0 5-9 5-6 5-1 4-9 4-6
3-2x8 104 [ 99 91 | 86 7-8 73 | 611 6-5 6-0 5-8
3-2x10 | 125 | 11-8 [ 1011 | 102 9-1 8-8 8-3 7-8 7-2 6-9
3-2x12 | 148 | 139 [ 1210 | 11-11 10-8 | 102 | 99 9-0 8-5 7-11
1-2x6 311 | 98 34 3-1 2-8 2:6 2-4 2-2 2-0 1-10
1-2x8 55 | 50 46 | 41 3-6 3-3 3-1 2-10 27 2.5
1-2x10 66 | 61 57 | 52 4-6 4-3 4-0 3-7 3-4 3-2
1-2x12 77 | 71 67 | 61 5-5 51 | 4-10 4-5 4-1 3-10
Dougias i-farchs 2-2x6 510 | 56 51 | 49 4-3 40 | 310 35 3-1 2-10
Hom.fird 2-2x8 711 | 75 | 611 | 65 5-9 5-4 5-0 4-6 4-1 3-9
Spuce-pine-fird 2-2x10 97 | 90 85 | 7-10 7-0 6-8 6-4 5-9 5-2 4-10
2-2x12 | 112 | 106 | 99 | o 8-1 7-9 7-5 6-10 6-4 5-10
3-2x6 74 | 611 65 | 60 5-4 51 | 411 4-6 4-2 3-10
3-2x8 910 | 93 87 | 80 7-2 610 | 66 6-1 5-6 5-0
3-2x10 | 121 | 114 | 107 | 9-10 8-9 84 8-0 7-5 6-11 6-5
3-2x12 | 136 | 132 | 119 | 115 10-2 9-9 9-4 8-7 8-1 77
1-2x6 40 | 39 35 | 32 2-9 27 25 2-2 2-0 1-11
1-2x8 52 | 410 | 46 | 42 3-7 3-4 3-2 2-11 28 26
1-2x10 62 | 510 | 55 | 51 4-6 4-3 4-1 3-8 35 3-3
1-2x12 73 | 610 | 64 | 511 5-3 50 | 4-10 45 4-2 3-11
2-2x6 511 | 57 52 | 410 4-4 41 | 311 3-6 3-2 2-11
Redwood" 2-2x8 76 | 71 67 6-2 5-6 53 5-0 4-7 4-2 3-10
Western cedars”
Ponderosa pine” 2-2x10 93 | 88 81 | 76 6-9 65 6-2 5-8 5-4 4-11
Red pine" 2-2x12 | 108 | 101 95 | 89 7-10 7-6 7-2 6-7 6-2 5-10
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3-2x6 6-11 6-8 6-4 6-1 5-5 52 5-0 4-7 4-3 3-11
3-2x8 9-3 8-9 8-3 7-9 6-11 6-7 6-4 5-10 5-5 5-3
3-2x10 11-8 | 10-11 10-2 9-5 8-5 80 7-8 7-3 6-8 6-3
3-2x12 13-6 12-8 11-9 10-11 9-9 84 8-11 8-3 7-9 7-3

For SI: 1inch =25.4 mm, 1 foot = 304.8 mm, 1 pound per square foot = 0.0479 kPa, 1 pound = 0.454 kg.

Interpolation aftewes permitted for conditions with zero joist cantilever length. Extrapolation not permitted. is-ret-eateowes:

IS

Beams supporting a single span of joists with or without cantilever.

Dead load = 10 psf, L/A = 360 at main span, L/A = 180 at cantilever. Snow load not assumed to be concurrent with live load.

o o

No. 2 grade, wet service factor included.

@

Beam depth shall be equal to or greater than the depth of intersecting joist for a flush beam connection.

—

Beam cantilevers are limited to the adjacent beam’s span divided by 4.

Includes incising factor.

7 @

Incising factor not included.

i. Deck joist span as shown in Figure R507.5.
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TABLE R507.5(4) MAXIMUM DECK BEAM SPAN—70 PSF GROUND SNOW LOAD¢

JOIST SPAN JOIST SPAN LENGTH & CANTILEVER LENGTH2(feet & feet)
6 680 | 6&15
8 880 | 8&1 | 8&2
10 1080 | 10&1 | 10825
12 1280 | 1281 | 1282 [ 1283
14 1480 | 1481 | 1482 | 14835
16 1680 | 16&1 | 16825 | 1684
18 1880 | 18&1 | 18&3 | 18&45
BEAM SPECIES® BEAM SIZE® 6 | | ¢ | + | | 2 | = [+ | 4
MAXIMUM DECK BEAM SPAN LENGTH&L.1 (feet-inches)
(feet-inehesy*™™
1-2x6 42 | 311 37 | 34 3-0 210 | 29 2-6 2-4 2-3
1-2x8 54 | 411 48 | 43 3-10 38 | 36 3-3 3-0 2-10
1-2x10 62 | 510 | 55 | 51 4-6 44 | 42 3-10 3-7 3-4
1-2x12 74 | 611 65 | 60 5-4 51 | 411 4-6 4-3 4-0
2-2x6 63 | 59 54 | 50 4-6 43 | 41 3-9 3-6 3-4
Southern pine 2-2x8 710 | 74 | e10 | 64 58 55 | 52 4-10 4-6 4-3
2_2x10 96 | 89 82 | 77 6-9 65 | 62 5-8 5-4 5-0
2-2x12 |1011] 103 | 97 | &11 8-0 77 | 73 6-9 6-3 5-11
3-2x6 74 | 70 67 | 63 5-7 54 | 51 4-9 4-5 4-2
3-2x8 910 | 93 87 | 80 7-2 610 | 66 6-0 5-8 5-4
3-2x10 | 117 | 1011 | 102 | 96 8-6 81 | 79 7-2 6-8 6-4
3-2x12 | 139 | 12-11 | 12.0 | 11-2 10-0 96 | 91 8-5 7-11 7-5
1-2x6 38 | 35 31 | 210 25 23 | 22 2-0 1-10 1-9
1-2x8 410 | 47 41 | 38 3-2 30 | 210 27 2.5 2-4
1-2x10 61 | 58 52 | 49 4-1 310 | 38 3-4 3-1 2-11
1-2x12 70 | 67 61 | 58 50 49 | 46 4-1 3-10 37
2-2x6 56 | 52 | 410 | 46 4-0 38 | 35 3-1 2-10 27
3Z“mg';‘; fir-tarch® 2-2x8 74 | 611 65 6-0 5-3 411 | 47 4-1 3-8 3-5
Spruce-pine-fir 2-2x10 | 811 | 85 | 710 | 74 6-6 62 | 510 5-2 4-9 4-5
2-2x12 | 106 | 910 | 92 | 86 7-7 73 | 611 6-4 59 5-4
3-2x6 611 | 66 60 | 57 5-0 49 | 47 4-2 3-9 3-5
3-2x8 93 | 88 81 | 76 6-8 64 | 61 5-6 5-0 4-7
3-2x10 | 113 | 107 | 910 | 92 8-2 710 | 76 6-11 6-4 5-10
3-2x12 | 132 | 124 | 116 | 108 9-7 92 | 89 8-1 7-7 7-1
1-2x6 39 | 36 32 | 2-11 2-6 24 | 23 2-0 1-11 1-9
1-2x8 410 | 46 42 | 310 3-3 31 | 211 2-8 26 2-4
1-2x10 | 510 | 56 51 | 49 4-2 311 | 39 35 3-2 3-0
1-2x12 69 | 64 | 511 | 56 4-11 48 | 46 4-2 3-11 3-8
2-2x6 57 | 53 | 411 | 47 4-1 39 | 36 3-2 2-11 2-8
Redwood" . 2-2x8 71 6-8 6-2 5-9 5-2 4-11 4-8 4-2 3-10 3-6
\F’,\;e:;gg::g;r:h 2-2x10 88 | 82 77 | 71 6-4 60 | 59 5-4 4-10 4-6
Red pine" 2-2x12 | 100 | 95 89 | 82 7-4 70 | 68 6-2 59 5-5
3-2x6 68 | 64 60 | 58 5-1 410 | 48 4-3 3-10 3-6
3-2x8 810 | 84 79 | 73 65 62 | 511 5-5 5-1 4-8
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3-2x10 10-10 [ 10-2

©
)

8-10 7-11

N
)

7-2 6-8 6-3 5-11

—_

1- 10-3 9-2

©
o

3-2x12 12-7 11-10 8-4 7-9 7-3 6-10

o

For SlI: 1inch =25.4 mm, 1 foot = 304.8 mm, 1 pound per square foot = 0.0479 kPa, 1 pound = 0.454 kg.

Interpolation atfiewred permitted for conditions with zero joist cantilever length. Extrapolation not permitted. is-reteafowesd.

IS

Beams supporting a single span of joists with or without cantilever.

Dead load = 10 psf, L/A = 360 at main span, L/A = 180 at cantilever. Snow load not assumed to be concurrent with live load.

e o

No. 2 grade, wet service factor included.

o

Beam depth shall be equal to or greater than the depth of intersecting joist for a flush beam connection.

—

Beam cantilevers are limited to the adjacent beam’s span divided by 4.

Includes incising factor.

5 Q@

Incising factor not included.

i. Deck joist span as shown in Figure R507.5.

Delete without substitution:
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Revise as follows:
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FIGURE R507.5 TYPICAL DECK Jo61S+ BEAM SPANS

Reason Statement: Since first appearing in the the 2015 IRC, Table R507.5 for deck beam sizing has always assumed a load from joists
cantilevering their maximum amount beyond the beam. In most conditions, joists can cantilever beyond a beam up to 1/4 their back span, and this
entire load is placed on the beam. This places up to 50 percent more load on the beam than a joist that does not cantilever beyond. For example, a
joist that spans 12 feet with no cantilever loads the beam with 6 feet. But with an additional 3-foot cantilever, the beam is now loaded with 9 feet.
Currently, Table R507,5 sizes every beam based only on the joist span, and simply includes the additional maximum cantilever loading every time.
When there is no cantilever, or less than the maximum, the beam is being oversized or overly restricted in maximum span. For a 12 foot joist span
with no cantilever, the beam is sized for 9 feet of joist. This is equivalent to an 18-foot joist span with no cantilever.

It is woefully inaccurate to size a minimum beam for a 12-foot joist span based on loads from a 18-foot span.

In 2021 a new table was added in the footnotes of Table R507.5 that provided a factor based on the actual cantilever to joist span ratio. This factor
could then be used for the input joist span value in order to generate an accurately sized beam. Though this adjustment method works, it is
incredibly inconvenient and not user friendly. This proposal eliminates this footnote and its table and embeds various joist span and cantilever
combinations in an expanded heading that is currently shown as only joist span. Each column that currently represent a joists span and it's
maximum cantilever has been expanded to show equivalent spans and cantilever combinations. Each combination in the same column loads the
beam equivalent or slightly less. Note that under the previous "effective joist span length" column for 12 feet, the new heading reveals that this
column covers four different designs, an 18 foot span with no cantilever (18 & 0), a 16 foot span with a 1 foot cantilever (16 & 1), and 14 foot span
with a 2 foot cantilever (14 & 2), and a 12 foot span with a 3 foot cantilever (12 & 3).

A 6 foot joist span with a 1.5 foot cantilever was the first column in the current table. In order to provide a beam size for each joist span length from
6 feet to 18 feet and with zero cantilever length, a new column was added at the left of the table.

The footnote for interpolation was modified to only permit interpolation between columns for evaluating joists with no cantilever. For example, a 13
foot joist span with no cantilever, could be easily interpolated by taking the value between the (12 & 0) and (14 & 0) columns. However, trying to
interpolate a 13 foot span with a 2 foot cantilever is not quite so simply and would invite error.

To further clarify the use of the beam span table, Section R507.5 was modified to reference the joist span length and joist cantilever length and point
the reader to Figure R507.6 which illustrates these terms.

Figure R507.5 for deck BEAMS is incorrectly titled "JOIST". This merely editorial, perhaps errata, perhaps mistake. Let's fix it!

Cost Impact: The code change proposal will decrease the cost of construction

This proposal provides three new columns of maximum beam spans within the table, which allows beams to be sized more accurately, and thus not
oversized and more expensive. The current beam span table sizes beams with the assumption that the joists are fully cantilevered beyond the
beam. This is 50% more loading on the beam than when there is no joist cantilever. When there is no joist cantilever or less than the maximum, the
beam is oversized and more expensive. A footnote with a complicated cantilever to joist ratio table yielding a factor to adjust the input joist span for a
more accurate beam size is available. However, it is very difficult to use and not convenient. Offering a way to quickly size the beam based on a
few different cantilever lengths, allows a more affordable beam to be sized and purchased.
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